


ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING OR WALL MOUNT
ÅMOISTURE PROOF WIRING HARNESS
ÅPEERLITE COATING OPTIONAL
ÅFRONT PANEL AND DRAIN ARE ONE PIECE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps Connections Approx.

115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V Inlet Suction Drain Ship. Wt. Lbs.

MJ-40 400 600 7 13 5/8 8 125 5 1/4" 0.65 0.35 3/8" OD 3/8" OD 1/2" OD 7

MJ-70 700 1050 7 13 5/8 8 125 51/4" 0.65 0.35 3/8" OD 3/8" OD 1/2" OD 9

MJ-90 900 1350 7 13 5/8 9 125 5 1/4" 0.65 0.35 3/8" OD 3/8" OD 1/2" OD 10

MJ-120 1200 1800 7 20 5/8 9 250 5 1/4 (2) 1.3 0.7 3/8" OD 3/8" OD 1/2" OD 15

ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅMOISTURE PROOF WIRING HARNESS
ÅPEERLITE COATING OPTIONAL
ÅFRONT PANEL AND DRAIN ARE ONE PIECE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps ECM Motor Amps Connections
Approx.

Ship. Wt. 

Lbs115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V 115 V 230 V Inlet Suction Drain

SF-105 1000 1500 9    11 3/8 14    300 8" 0.73 0.45 0.30 0.15 3/8" OD 3/8" OD 1/2" OD 14

SF-135 1300 1950 9    14 3/8 14    300 8" 0.73 0.45 0.30 0.15 3/8" OD 3/8" OD 1/2" OD 16

SF-175 1700 2550 9    17 3/8 14    300 8" 0.73 0.45 0.30 0.15 3/8" OD 3/8" OD 1/2" OD 18

SF-235 2300 3450 9 7/8 20 3/8 15    300 8" 0.73 0.45 0.30 0.15 3/8" OD 1/2" OD 1/2" OD 22

SF-305+ 3000 4500 11    23 3/8 16    500 10" 0.75 0.45 0.60 0.30 1/2" OD 1/2" OD 1/2" OD 27

Standard 115/60/1 (230/60/1 optional)
+ External equalized expansion valve recommended. (External equalizer tube field installed)
PEERLITE protective coated coils designated by a "-P" after model number.
Optional EC motors designated with a *A model number suffix.

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number



ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅMOISTURE PROOF WIRING HARNESS
ÅPEERLITE COATING OPTIONAL
ÅFRONT PANEL AND DRAIN ARE ONE PIECE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅMOISTURE PROOF WIRING HARNESS
ÅPEERLITE COATING OPTIONAL
ÅFRONT PANEL AND DRAIN ARE ONE PIECE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

Standard 115/60/1 (230/60/1 optional)
+ External equalized expansion valve recommended. (External equalizer tube field installed)
PEERLITE protective coated coils designated by a "-P" after model number.
Optional EC motors designated with a *A model number suffix.

Standard 115/60/1 (230/60/1 optional)
+ External equalized expansion valve recommended. (External equalizer tube field installed)
PEERLITE protective coated coils designated by a "-P" after model number.

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps

ECM Motor 

Amps Heaters Amps Heaters Watts Connections Approx.

Ship. Wt. 

Lbs115 V 230V 10O TD 15O TD H W D (Quantity) 115 V 230 V 115 V 230 V 115 V 230 V 115 V 230 V Inlet Suction Drain

LS50E1 LS50E2 500 750 5 10 14    125 5 1/4" 0.65 0.35 N/A N/A 1.80 0.95 215 215 3/8" OD 1/2" OD 1/2" OD 10

LS95E1 LS95E2 950 1425 5 16 1/2 14    125 5 1/4" 0.65 0.35 N/A N/A 4.20 1.74 480 400 3/8" OD 1/2" OD 1/2" OD 13

LS125E1 LS125E2 1250 1875 5 20 1/2 14    200 5 1/4" (2) 1.3 0.7 N/A N/A 4.31 2.16 495 495 3/8" OD 1/2" OD 1/2" OD 17

LS160E1 LS160E2 1600 2400 5 24 1/2 15    225 5 1/4 (2) 1.3 0.7 N/A N/A 5.05 2.52 580 580 3/8" OD 1/2" OD 1/2" OD 19

LS210E1+ LS210E2+ 2100 3150 6 5/8 24    16 1/2 300 8" 0.73 0.45 0.3 0.15 7.52 3.83 865 880 1/2" OD 1/2" OD 1/2" OD 24

LS280E1+ LS280E2+ 2800 4200 8    30 5/8 20 3/8 400 10" 0.73 0.45 0.6 0.3 9.80 4.90 1125 1125 1/2" OD 5/8" OD 5/8" MF 38

LS360E2+ 3600 5400 7 1/2 38    18 1/4 600 8" (2) 0.9 0.6 0.3 6.10 1400 1/2" OD 5/8" OD 5/8" MF 47

LS540E2+ 5400 8100 7 1/2 50    18 1/4 800 8" (3) 1.35 0.9 0.45 8.00 1850 1/2" OD 5/8" OD 5/8" MF 145

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps ECM Motor Amps Connections
Approx.

Ship. Wt. 

Lbs115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V 115 V 230 V Inlet Suction Drain

LS-55 550 825 5 10 14    125 5 1/4" 0.65 0.35 N/A N/A 3/8" OD 1/2" OD 1/2" OD 9

LS-105 1050 1575 5 16 1/2 14    125 5 1/4" 0.65 0.35 N/A N/A 3/8" OD 1/2" OD 1/2" OD 12

LS-135 1350 2025 5 20 1/2 14    200 5 1/4" (2) 1.46 0.90 N/A N/A 3/8" OD 1/2" OD 1/2" OD 16

LS-180 1800 2700 5 24 1/2 15    225 5 1/4 (2) 1.46 0.90 N/A N/A 3/8" OD 1/2" OD 1/2" OD 17

LS-240+ 2400 3600 6 5/8 24    16 1/2 300 8" 0.73 0.45 0.30 0.15 1/2" OD 1/2" OD 1/2" OD 23

LS-310+ 3100 4650 8    30 5/8 20 3/8 400 10" 0.73 0.45 0.60 0.30 1/2" OD 5/8" OD 5/8" MF 36

LS-400+ 4000 6000 7 1/2 38    18 1/4 600 8" (2) 1.46 0.90 0.60 0.30 1/2" OD 5/8" OD 5/8" MF 44



ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅTWO WAY AIR DISCHARGE FOR UNIFORM BOX TEMPERATURE
ÅMOISTURE PROOF WIRING HARNESS
ÅPEERLITE COATING OPTIONAL
ÅFRONT PANEL AND DRAIN ARE ONE PIECE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

ÅTEXTURED ALUMINUM CABINET
Åt99w[9{{ 9·/[¦{L±9 άtL9 t[!¢9έ /hL[ /hb{¢w¦/¢Lhb
ÅAVAILABLE WITHOUT DRAIN PAN (S MODEL) OR WITH DRAIN PAN (D MODEL)
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅPEERLITE COATING OPTIONAL
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number.

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number.
Optional EC motors designated with a *A model number suffix.

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps ECM Motor Amps Connections Approx.

Ship. Wt. 

Lbs.115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V 115 V 230 V Inlet Suction Drain

TM-100 1000 1500 4 5/8 20 3/8 16    125 5 1/4" 0.65 0.30 N/A N/A 3/8" OD 3/8" OD 1/2" OD 11

TM-135 1350 2025 4 5/8 20 3/8 16    250 51/4" (2) 1.30 0.60 N/A N/A 3/8" OD 3/8" OD 1/2" OD 15

TM-180 1800 2700 4 5/8 20 3/8 16    250 51/4" (2) 1.30 0.60 N/A N/A 3/8" OD 3/8" OD 1/2" OD 15

TM-250 2500 3750 5 5/8 20 3/8 16    300 8" 0.73 0.45 0.30 0.15 3/8" OD 3/8" OD 1/2" OD 16

TM-350 3500 5250 5 5/8 20 3/8 16    300 8" 0.73 0.45 0.30 0.15 3/8" OD 3/8" OD 1/2" OD 16

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps Connections Approx.

115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V Inlet Suction Drain

Ship. Wt. 

Lbs.

P-82S 850 1275 8 7/8 8 7/8 4 1/2 150 8" 0.73 0.45 3/8" OD 3/8" OD - 7

P-83S 1100 1650 8 7/8 8 7/8 5 1/2 150 8" 0.73 0.45 3/8" OD 3/8" OD - 9

P-103S 1350 2025 10 7/8 10 7/8 5 1/2 200 10" 0.73 0.45 3/8" OD 3/8" OD - 12

P-104S 1600 2400 10 7/8 10 7/8 6 1/2 200 10" 0.73 0.45 3/8" OD 3/8" OD - 14

P-82D 850 1275 9 1/2 9 1/2 8 1/8 150 8" 0.73 0.45 3/8" OD 3/8" OD 1/2" OD 9

P-83D 1100 1650 9 1/2 9 1/2 8 1/8 150 8" 0.73 0.45 3/8" OD 3/8" OD 1/2" OD 10

P-103D 1350 2025 11 1/2 11 1/2 8 1/8 200 10" 0.73 0.45 3/8" OD 3/8" OD 1/2" OD 13

P-104D 1600 2400 11 1/2 11 1/2 8 1/8 200 10" 0.73 0.45 3/8" OD 3/8" OD 1/2" OD 15



ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅTWO WAY AIR DISCHARGE FOR UNIFORM BOX TEMPERATURE
Åt99w[9{{ 9·/[¦{L±9 άtL9 t[!¢9έ /hL[ /hb{¢w¦/¢Lhb
ÅPEERLITE COATING OPTIONAL
ÅLOUVERED PANEL EASILY REMOVABLE FOR EASY SERVICING
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

ÅTEXTURED ALUMINUM CABINET
ÅIDEAL FOR HIGH HUMIDITY APPLICATIONS REQUIRING LOW AIR VELOCITY
ÅTWO WAY AIR DISCHARGE FOR UNIFORM BOX TEMPERATURE
ÅLARGE CAPACITY UNIT BUILT FOR CEILING MOUNT
ÅPEERLITE COATING OPTIONAL
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED EC MOTORS

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number.
EC motors designated with a *A model number suffix.

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number.

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps Connections Approx.

115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V Inlet Suction Drain

Ship. Wt. 

Lbs.

TP-82D 1500 2250 9 1/2 16    9 1/2 300 8" (2) 1.00 0.50 1/2" OD 3/8" OD 1/2" OD 18

TP-83D 2000 3000 9 1/2 18    9 1/2 300 8" (2) 1.00 0.50 1/2" OD 3/8" OD 1/2" OD 20

TP-84D 2500 3750 9 1/2 20    9 1/2 300 8" (2) 1.00 0.50 1/2" OD 3/8" OD 1/2" OD 24

TP-103D 3000 4500 11 1/2 18    11 1/2 400 10" (2) 1.00 0.50 1/2" OD 3/8" OD 1/2" OD 26

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps Connections Approx.

115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V Inlet Suction Drain

Ship. Wt. 

Lbs.

HJ-500 5000 7500 10 4/8 54 29 7/8 600 10" 0.6 0.3 1/2" OD 7/8" O.D. 1" FPT 102

HJ-750 7500 11250 10 4/8 54 29 7/8 600 10" 0.6 0.3 1/2" OD 7/8" O.D. 1" FPT 104

HJ-1000 10000 15000 13 76 29 7/8 1200 10" (2) 1.2 0.6 1/2" OD 7/8" O.D. 1" FPT 128

HJ-1250 12500 18750 13 76 29 7/8 1200 10" (2) 1.2 0.6 1/2" OD 7/8" O.D. 1" FPT 155

HJ-1550 15500 23250 15 4/8 76 29 7/8 1200 10" (2) 1.2 0.6 7/8" OD

1-1/8" 

O.D. 1" FPT 200

HJ-1800 18000 27000 15 4/8 76 29 7/8 1800 10" (3) 1.8 0.9 7/8" OD

1-1/8" 

O.D. 1" FPT 235

HJ-2100 21000 31500 15 4/8 98 29 7/8 2400 10" (4) 2.4 1.2 7/8" OD

1-1/8" 

O.D. 1" FPT 255

HJ-2700 27000 40500 15 4/8 98 29 7/8 2400 10" (4) 2.4 1.2 7/8" OD

1-1/8" 

O.D. 1" FPT 267



ÅTEXTURED ALUMINUM CABINET
ÅCOMPACT UNIT FOR CEILING MOUNT
ÅREMOVABLE SIDE PANEL & HINGED DRAIN PAN
ÅPEERLITE COATING OPTIONAL
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

ÅBUILT FOR LOW TEMPERATURE WALK-IN STORAGE ROOMS
ÅELECTRIC DEFROST WITH DEFROST TERMINATION AND FAN DELAY CONTROL
ÅREMOVABLE SIDE PANEL & HINGED DRAIN PAN
ÅPEERLITE COATING OPTIONAL
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅTHERMALLY PROTECTED, PERMANENTLY LUBRICATED MOTORS

(230/60/1)
PEERLITE protective coated coils designated by a "-P" after model number.
EC motors designated with a *A model number suffix.
Externally equalized expansion valves required -ѻέ ǘǳōŜ ǇǊƻǾƛŘŜŘΦ

Standard 115/60/1 (230/60/1 optional)
PEERLITE protective coated coils designated by a "-P" after model number.
Optional EC motors designated with a *A model number suffix.
Externally equalized expansion valves required -ѻέ ǘǳōŜ ǇǊƻǾƛŘŜŘΦ

Model No. BTU/HR Dimensions (Inches)

CFM

Fan Dia. Motor Amps ECM Motor Amps Connections Approx.

115 V 10O TD 15O TD H W D (Quantity) 115 V 230 V 115 V 230 V Inlet Suction Drain

Ship. Wt. 

Lbs

PLP-380 3800 4560 13 1/2 22 1/2 12 1/4 600 10" 0.75 0.45 0.60 0.30 1/2" OD 5/8" O.D. 1" FPT 35

PLP-500 5000 6000 13 1/2 27    12 1/4 600 10" 0.75 0.45 0.60 0.30 1/2" OD 7/8" O.D. 1" FPT 38

PLP-600 6000 7200 13 1/2 33    12 1/4 600 10" 0.75 0.45 0.60 0.30 1/2" OD 7/8" O.D. 1" FPT 46

PLP-750 7500 9000 13 1/2 38    12 1/4 1200 10" (2) 1.50 0.90 1.20 0.60 1/2" OD 7/8" O.D. 1" FPT 55

PLP-900 9000 10800 13 1/2 45    12 1/4 1200 10" (2) 1.50 0.90 1.20 0.60 1/2" OD 7/8" O.D. 1" FPT 64

PLP-1000 10000 12000 13 1/2 45    12 1/4 1200 10" (2) 1.50 0.90 1.20 0.60 1/2" OD 7/8" O.D. 1" FPT 67

PLP-1250 12500 15000 13 1/2 54    12 1/4 1200 10" (2) 1.50 0.90 1.20 0.60 1/2" OD 7/8" O.D. 1" FPT 81

PLP-1500 15000 18000 13 1/2 63    12 1/4 1800 10" (3) 2.25 1.35 1.80 0.90 1/2" OD 7/8" O.D. 1" FPT 90

PLP-1750 17500 21000 13 1/2 72    12 1/4 1800 10" (3) 2.25 1.35 1.80 0.90 1/2" OD 7/8" O.D. 1" FPT 99

PLP-2000 20000 24000 13 1/2 81    12 1/4 2400 10" (4) 3.00 1.80 2.40 1.20 1/2" OD 1-1/8" O.D. 1" FPT 120

PLP-2500 25000 30000 13 1/2 99    12 1/4 3000 10" (5) 3.75 2.25 3.00 1.50 1/2" OD 1-1/8" O.D. 1" FPT 155

PLP-3000 30000 36000 13 1/2 117    12 1/4 3600 10" (6) 4.50 2.70 3.60 1.80 1/2" OD 1-1/8" O.D. 1" FPT 180

Model No.

BTU/HR  10° TD Dimensions (Inches)

CFM

Fan Dia. 

(Quantity)

PSC ECM Heaters Connections Approx.

+20° F 
(SST)

-10° F 
(SST)

-20° F 
(SST)

-30° F 
(SST) H W D Motor Amps Motor Amps Amps Watts Inlet Suction Drain

Ship. Wt. 

Lbs

PLP-430E 5000 4400 4300 4000 13 1/2 27 12 1/4 600 10" 0.45 0.30 4.48 1030 1/2" OD 5/8" O.D. 1" FPT 38

PLP-640E 7500 6600 6500 5900 13 1/2 38 12 1/4 1200 10" (2) 0.90 0.60 6.24 1435 1/2" OD 7/8" O.D. 1" FPT 55

PLP-760E 9000 7900 7700 7100 13 1/2 45 12 1/4 1200 10" (2) 0.90 0.60 7.24 1665 1/2" OD 7/8" O.D. 1" FPT 61

PLP-860E 10000 8800 8600 7900 13 1/2 45 12 1/4 1200 10" (2) 0.90 0.60 7.24 1665 1/2" OD 7/8" O.D. 1" FPT 67

PLP-1070E 12500 11000 10800 9900 13 1/2 54 12 1/4 1200 10" (2) 0.90 0.60 9.95 2253 1/2" OD 7/8" O.D. 1" FPT 80

PLP-1290E 15000 13200 12900 11900 13 1/2 63 12 1/4 1800 10" (3) 1.35 0.90 12.35 2840 1/2" OD 7/8" O.D. 1" FPT 90

PLP-1560E 17500 15400 15100 13800 13 1/2 72 12 1/4 1800 10" (3) 1.35 0.90 14.41 3308 1/2" OD 7/8" O.D. 1" FPT 105

PLP-1720E 20000 17600 17200 15800 13 1/2 81 12 1/4 2400 10" (4) 1.80 1.20 16.41 3775 1/2" OD 1-1/8" O.D. 1" FPT 120

PLP-2150E 25000 22000 21500 19800 13 1/2 99 12 1/4 3000 10" (5) 2.25 1.50 18.84 4330 1/2" OD 1-1/8" O.D. 1" FPT 155

PLP-2580E 30000 26400 25800 23700 13 1/2 117 12 1/4 3600 10" (6) 2.70 1.80 21.20 4875 1/2" OD 1-1/8" O.D. 1" FPT 180



ÅPEERLITE COATING OPTIONAL
Å![¦aLb¦a 9±!thw!¢hw /hL[{ Chw άCwh{¢-Cw99έ /haa9w/L![ !b5 Ih¦{9Ih[5         
REFRIGERATOR APPLICATIONS
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
Å![¦aLb¦a /hL[{ /!b .9 twh±L595 ²L¢I /htt9w ¢Lt{ WhLb95 ²L¢I t99w[9{{Ω t!¢9b¢95 
ά9¦¢9/¢L/έ WhLb¢ hw C[¦·[9{{ {h[59w WhLb¢

PEERLITE protective coated coils designated by a "-P" after model number.

PATTERN
3/8" 

PLATE FIN

3/8" 

PLATE FIN

3/8" 

OFF CENTER

1/2" 

PLATE FIN

5/8" 

OFF CENTER

TUBE OD NOMINAL 3/8" 3/8" 3/8" 1/2" 5/8"

TUBE SPACING 1" 1" 1" 1.25" 1.5"

ROW SPACING .866" 1" 1" 1.083" 1" OR 1.5"

FIN EDGE RIPPLED STRAIGHT STRAIGHT RIPPLED STRAIGHT

FIN SURFACE CORRUGATED FLAT FLAT CORRUGATED FLAT

FINS PER INCH 6-16 4-10 2-10 6-12 2-6

FIN THICKNESS 0.0075 - 0.013 0.0075 - 0.013 0.013 0.0075 0.02

TUBE WALL THICKNESS
.016 Smooth

.013 Rifled

.016 Smooth

.013 Rifled

.016 Smooth

.025 Smooth
.016 Smooth .016 Smooth

ENDPLATE MATERIAL Galv. / Alum. Galv. / Alum. Galv. / Alum. Galv. / Alum. Galv. / Alum.



ÅINTEGRAL FIN-TO-TUBE HEAT TRANSFER PRODUCT FABRICATED 
FROM SOLID OR MULTIPORT ALUMINUM EXTRUSIONS BY THE  
t99w[9{{ ά{Y¸±9κCLbέ twh/9{{
ÅEXTREMELY DURABLE CONSTRUCTION WITH VERY EFFICIENT HEAT 
TRANSFER 
ÅUSED IN AUTOMOTIVE, COMMERCIAL REFRIGERATION, 
AEROSPACE AND HEAVY EQUIPMENT REFRIGERATION AND OIL 
COOLER APPLICATIONS
ÅVARIOUS FIN SPACING AVAILABLE 
ÅCAN BE FABRICATED INTO A VARIETY OF SHAPES OR SUPPLIED IN 
STRAIGHT LENGTHS UP TO 30 FEET
ÅPEERLITE PROTECTIVE COATING OPTIONAL

ALLOYS TEMPERS

1100 F

1050/1435 F

1060 F

3003 F

3102 F

6063 F

3065 F

CAPABILITIES

OTHER ALLOYS SUBJECT TO INQUIRY

ÅChw ά!C¢9w-/hh[9wέ hw άhL[-/hh[9wέ !tt[L/!¢Lhb{
ÅAll ALUMINUM CONSTRUCTION FOR CORROSION RESISTANCE AND 
REDUCED WEIGHT
ÅEASILY ADAPTED AS A REPLACEMENT UNIT OR ORIGINAL EQUIPMENT
ÅFIN AND TUBE DESIGNED TO WITHSTAND THE MOST RUGGED 
CONDITIONS WHILE PROVIDING MAXIMUM EFFICIENCY
ÅAVAILABLE Lb оκуέΣ рκуέ !b5 оκпέ h5 ¢¦.LbD
ÅPEERLITE PROTECTIVE COATING AVALIABLE

ROUND TUBING
ÅMIN OD ςMIN WALL мκпέ h5 -Φлнлέ ²![[
ÅMAX OD ςMAX WALL тκуέ h5 -Φлулέ ²![[ 

(LARGER UPON REQUEST)

MICRO-MULTIPORT TUBE
ÅΦмллέ hw ғ I9LDI¢Φлнлέ hw ғ ²9. !b5 ²![[

MACRO-MULTIPORT TUBE
Åмέ ¦t ¢h п мκнέҔ Φлнлέ ²9. !b5 ²![[

SINGLE VOID HOLLOW TUBE
Åмέ ¦t ¢h п мκнέ Ҕ Φлнрέ ²![[


